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5/16—18 x 1”7 SS STUD
5/16—18 SERATED FLANGE NUT \
| T 1. ;8
115 2.25 — MOUNTING HOLE FOR #10 PAN HEAD
050 —= |~
ATO04-12PA
RATINGS: 300A @ 48V DC, 13A PER CONTACT
STUD: 2 @ 5/16-18 STAINLESS STEEL
CONNECTOR: SEALED TO IP67
IGNITION PROTECTED: SAE J1171
DEUTSCH MATING CONNECTOR: DT06-12SA
AMPHENOL MATING CONNECTOR: AT06-12SA
I X THIS DRAWING IS THE PROPERTY OF SORENSON MOLEX MATING CONNECTOR: 93445-6212
(ST WWW.SEALEDBUSSBAR.COM | MR RISHTS REGERVED. TS DRANNG AND BUS MATERIAL: C1100 ELECTROLYTIC COPPER
Buss Bar The best protection for your electrical connections IN[’;cs)E’LAS;Q)NT%Oggﬁé%%DVM¢Jg&TT?—|EE%|§|IF%f\])R BASE: REPTU - INJECTION MOLDED - BLACK
PERMISSION OF SORENSON LIGHTED CONTROLS, INC.
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RATINGS: 300A @ 48V DC, 13A PER CONTACT

STUD: 2 @ 5/16-18 STAINLESS STEEL

CONNECTOR: SEALED TO IP67

IGNITION PROTECTED: SAE J1171

DEUTSCH MATING CONNECTOR: DT06-12SA

AMPHENOL MATING CONNECTOR: AT06-12SA

MOLEX MATING CONNECTOR: 93445-6212

BUS MATERIAL: C1100 ELECTROLYTIC COPPER

BASE:   REPTU - INJECTION MOLDED - BLACK
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